L Number 


Hits 


Search Text 


DB 


Time stamp 


227 


13670 


(gas or combust$9 or engine$5) near3 turbine$2 


USOCR 


2004/05/28 08:41 


229 


21478 


((link$5 or linkage$5 or strut$5) with (thrust$5 or axial$5 or 


USOCR 


2004/05/28 08:42 






tension$5 or compress$9 or tensi$5)) same (thread$4 or 










screw$5) 






230 


237 


((gas or combust$9 or engine$5) near3 turbine$2 


USOCR 


2004/05/28 08:43 






) and (((link$5 or linkage$5 or strut$5) with (thrust$5 or 










axial$5 or tension$5 or compress$9 or tensi$5)) same 










(thread$4 or screw$5)) 






231 


12 


(thread$5 or screw$5) with cutback$5 


USPAT; 


2004/05/28 10:09 








EPO; JPO; 










DERWENT 




232 


13 


(thread$5 or screw$5) with cutback$5 


USOCR 


2004/05/28 10:08 


233 


6153 


(thread$5 or screw$5) with angl$5 same diameter$5 


USPAT; 


2004/05/28 10:33 








EPO; JPO; 










DERWENT 




235 


3693 


(thread$5 or screw$5) with crest$5 


USPAT; 


2004/05/28 10:32 








EPO; JPO; 










DERWENT 




236 


537 


((thread$5 or screw$5) with angl$5 same diameter$5) and 


USPAT; 


2004/05/28 10:10 






((thread$5 or screw$5) with crest$5) 


EPO; JPO; 










DERWENT 




237 


271461 


(female$5 or nut$2 or receptacle$5) with (thread$5 or 


USPAT; 


2004/05/28 10:33 






screw$5) 


EPO; JPO; 










DERWENT 




238 


35370 


(thread$5 or screw$5) with taper$5 


USPAT; 


2004/05/28 10:33 








EPO; JPO; 










DERWENT 




239 


492 


((female$5 or nut$2 or receptacle$5) with (thread$5 or 


USPAT; 


2004/05/28 10:33 






screw$5)) and ((thread$5 or screw$5) with taper$5) and 


EPO; JPO; 








((thread$5 or screw$5) with crest$5) 


DERWENT 




240 


338 


(((female$5 or nut$2 or receptacle$5) with (thread$5 or 


USPAT; 


2004/05/28 10:43 






screw$5)) and ((thread$5 or screw$5) with taper$5) and 


EPO; JPO; 








((thread$5 or screw$5) with crest$5)) not (((thread$5 or 


DERWENT 








screw$5) with angl$5 same diameter$5) and ((thread$5 or 










screw$5) with crest$5)) 






243 


503 


(60/796-798).CCLS. 


USPAT 


2004/05/28 11:04 


244 


619700 


Iink$5 or linkage$5 or strut$5 


USPAT 


2004/05/28 11:04 


245 


148 


((60/796-798).CCLS.) and (link$5 or linkage$5 or strut$5) 


USPAT 


2004/05/28 10:43 


246 


168 


(60/796-798).CCLS. 


USOCR 


2004/05/28 11:04 




JOJJJ7 








248 


76 


((60/796-798).CCLS.) and (link$5 or linkage$5 or strut$5) 


USOCR 


2004/05/28 11:12 


249 


518 


(244/54).CCLS. 


USPAT 


2004/05/28 11:13 


250 


193 


(Iink$5 or linkage$5 or strut$5) and ((244/54). CCLS.) 


USPAT 


2004/05/28 11:14 


251 


124 


((Iink$5 or linkage$5 or strut$5) and ((244/54).CCLS.) 


USPAT 


2004/05/28 11:20 






) not (((60/796-798).CCLS.) and (link$5 or linkage$5 or 










strut$5)) 






252 


107 


(((link$5 or linkage$5 or strut$5) and ((244/54).CCLS.) 


USPAT 


2004/05/28 11:43 






) or (((60/796-798). CCLS.) and (link$5 or linkage$5 or 










strut$5))) and (screw$9 or thread$5) 






254 


1118 


((470/18-21) or (470/23) or (470/25) or (470/26) or 


USPAT 


2004/05/28 11:45 






(248/554-557)).CCLS. 






257 


9 


( M 2803943" | "2978869" | "3710568" | "3722214" | 


USPAT 


2004/05/28 12:45 






"3830058" | "3907220" | "5174110" | "5303896" | 










"5435124"). PN. 








1 


("6659878").PN. 


USPAT 


2004/05/27 15:50 




9 


("3693685" | "4423893" | "4545104" | "4854525" | 


USPAT 


2004/05/27 15:51 






"4958973" | "5014411" | "5064144" | "5222360" | 










"5316520").PN. 
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92434 


(gas or combust$9 or engine$5) near3 turbine$2 


USPAT; 
US-PGPUB; 
EPO; JPO; 
DERWENT 


2004/05/28 08:41 




79647 


(link$5 or linkage$5 or strut$5) with (thrust$5 or axial$5 or 
tension$5 or compress$9 or tensi$5) 


USPAT; 
US-PGPUB; 
EPO; JPO; 
DERWENT 


2004/05/28 10:43 




2049 


((gas or combust$9 or engine$5) near3 turbine$2 

) and ((link$5 or linkage$5 or strut$5) with (thrust$5 or 

axial$5 or tension$5 or compress$9 or tensi$5)) 


USPAT; 
US-PGPUB; 
EPO; JPO; 
DERWENT 


2004/05/27 15:55 




8055 


((link$5 or linkage$5 or strut$5) with (thrust$5 or axial$5 or 
tension$5 or compress$9 or tensi$5)) same (thread$9 or 
screw$5) 


USPAT; 
US-PGPUB; 
EPO; JPO; 
DERWENT 


2004/05/28 08:42 




107 


((gas or combust$9 or engine$5) near3 turbine$2 

) and ((link$5 or linkage$5 or strut$5) with (thrust$5 or 

axial$5 or tension$5 or compress$9 or tensi$5)) and 

(((link$5 or linkage$5 or strut$5) with (thrust$5 or axial$5 

or tension$5 or compress$9 or tensi$5)) same (thread$9 or 

screw$5)) 


USPAT; 
US-PGPUB; 
EPO; JPO; 
DERWENT 


2004/05/27 15:56 
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